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 Thank you for purchasing a Fairway Café Beverage Cart for your Toro GTX Utility Vehicle! All infor-
mation necessary to unload, prepare,  and install your cart is included in these pages  Furthermore, it is 
important that the instructions be read and followed thoroughly, and applied in the proper order. Failure 
to do so can result in damaged materials and improper alignment.  

 

Please Read the Following Message 

Monday to Thursday: 8 AM to 5 PM 

Fridays: 8 AM to 3 PM 

 

 If you need further assistance with installation, or have any questions pertaining to the state of  equip-
ment you received, please give us a call. We’re happy to help! You can reach us at the phone number located 
below during hours of operation, or you can visit our website (also located below) and fill out a contact form 
at any time. 

 

Our hours of operation are as follows (Eastern Standard Time): 

www.golfbeveragecart.com 1 (866) 603-2220 
With that out of the way, let’s get started! 

IMPORTANT!!! 
Toro requires all GTX vehicles sold with Fairway 
Café conversions to have the proper Electric Lift 
Kit installed. The proper part number is: 

              136-9511 

V 1.13 

Toro requires all utility vehicles sold with 
Fairway Café conversions to have a Plastic 
Shim Clutch Limiter installed to govern top 
speed. The part number is: 

119-0807 

Please save Toro’s factory supplied Dump Box Pivot Hardware and Dump Service Arm, along 
with all other factory hardware. They are required for proper and safe installation of the 
Fairway Café Long Roof 

Contact Information 

The Fairway Café GTX Long 
Roof requires windshield part: 

07151 
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Step 1: Remove The Toro Workman GTX Poly Box 

Section 1: Prepare for Installation 

Step 2: Unwrap and Untie the Skid 

Before After 

Step 3: Remove the Aluminum Side Rails  

 During shipment and operation, the aluminum side rails pinch the 
fiberglass body of the Storage Unit to the Conversion Mount Frame.  For 
installation purposes, the Conversion Mount Frame must be separated 
from the body of the Storage Unit. Therefore, the aluminum side rails 
must be removed. They must be attached to the final assembly later on, 
so please save them, 

Aluminum side rail being removed 
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 Although you may not see it, the Conversion Mount Frame is located and 
attached on the underside of  the fiberglass Storage Unit . If you look at the front 
of the Beverage Cart Storage Unit, you will see a very small black metal tab, 
alongside two larger silver tabs. Those tabs are a part of the Conversion Mount 
Frame. Since the Conversion Mount Frame is installed prior to mounting of the 
Storage Unit, the Storage Unit must be lifted off of the Conversion Mount before 
installation can commence. 

Step 4: Lift the Storage Unit Away from the Conversion Mounting Frame 

The black metal and silver tabs of the Conversion Mount Frame, located at the front of your shipment 
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Installation Instructions 
Toro Workman GTX 

 

Section 2: Install the Conversion Mount Frame 

Passenger Side Driver Side 

Mounts Mounts 

 Using the factory holes, located at the front driver and passenger sides of the Toro 
Workman GTX Frame, attach the supplied side mounts using the supplied hardware.  

Please attach the mounts loosely (for now) 
This allows for final assembly adjustments to be made 
without damaging any of the hardware 

IMPORTANT!!! 

Furthermore, if your unit did not come with the mounts 
labeled, please take note of the orientation below and 
install accordingly. Failure to do so will result in im-
proper alignment. 

Step 1: Attach Supplied  Side Mounts to the Front-Sides of the Toro Factory 
Frame 
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 Using the factory bolt, factory nut, and supplied black rubber disk spacers 
(located on the Fairway Café conversion mount frame at the proper location), attach 
the conversion mount frame to the  factory frame at the dump pivot bracket point, lo-
cated at the back of the Toro Workman GTX frame. 

Step 2: Attach the Fairway Café Mount Frame to the Dump Pivot Brackets 

The Fairway Café Mount Frame, attached to Toro’s factory Dump Pivot Bracket using their factory supplied hardware 

Figure 2.3a. 

Toro’s Lift Piston, Factory Piston Pin & Clip 

Figure 2.3b. 

Fairway Café “Long Roof” Hoist Plate & Piston Attach Point 

Attachment Point 

  Using Toro’s factory supplied hardware (see Figure 2.3a), attach the lift piston to the hoist plate 
attachment point (see Figure 2.3b), located on the underside of the Conversion Mount Frame.  

Step 3: Attach Lift Piston to Fairway Café Conversion Mount Frame 
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Passenger Side Driver Side 

Locking Plate Bracket 

Rubber Spacer 

Side Mount 

Locking Plate Bracket 

Rubber Spacer 

Side Mount 

Step 4: Place Rubber Disk Spacers on the Side Mounts and Secure the Conver-
sion Mount Frame to the Side Mounts via the Locking Plate Brackets 

 Your Side Mounts come with black Rubber Disk Spacers, and supplied hardware, 
attached to their respective Side Mount. These are used to space the silver colored 
aluminum Locking Plate Bracket on the front of the Conversion Mounting Frame from 
the Side Mounts. 

 Align the rubber spacers to their respective holes, located on the top plate of the 
Side Mounts. Lower the Conversion Mount Frame, and secure the Locking Plate 
Bracket to the Side Mounts, using the supplied hardware. 

 

Please reference the side profile breakdown image below. 
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Section 3: Installing the Storage Unit 

Step 1: Lift the Storage Unit onto the Conversion Mounting Frame 

 Please note: The Cold Storage and Dry Goods Storage units are already bolted 
and secured together upon delivery. They do not need to be separated prior to instal-
lation or lifting. 

 Lift the Storage Unit, and place it on the Conversion Mounting Frame with proper 
orientation in mind. The Garbage Door should be located on the back of the Cold Stor-
age Unit.  

 Align the pilot holes on the Storage Unit to the pilot holes on the Conversion 
Mounting Frame. These pilot holes do have some tolerance in regards to positioning, 
so don’t be alarmed if they seem slightly off. 

Step 5: Adjust and Tighten Side Mounts 

 In Section 2: Step 1,  the Side Mounts were attached to the Toro GTX  frame 
loosely to ensure final adjustments could be made. At this point, please make the nec-
essary adjustments to the Side Mounts, ensuring the Fairway Café Conversion Mount 
Frame is squared up nicely, then tighten the Side Mounts to the Toro GTX frame. 
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 The aluminum siding is specifically cut for each side. They are not inter-
changeable. If the holes do not align correctly, it is likely you have the aluminum 
siding on the wrong side(s). Do not drill more holes, as this could damage the in-
tegrity of the structure. 

 Please refer to the image and text below regarding proper orientation and instal-
lation 

IMPORTANT!!! 

Step 2: Secure the Aluminum Side Rails to the Storage Unit and Mounting 
Frame 

Installation of the Aluminum Side Rail with proper orientation 

 The Aluminum Side Rails have dual purposes: 

• They safely pinch/secure the fiberglass body of the Storage Unit to the steel Con-
version Mounting Frame 

• They act as side rail bumpers during day-to-day operation of the beverage cart 

 Make sure the Aluminum Side Rails are set up correctly. The upper lip of the 
Aluminum Side Rail should rest on top edge of the Cold Storage Unit’s bezel, not the 
underside of the Cold Storage Unit. The holes of the Aluminum Side Rail should align 
with the pilot holes of the fiber glass.  
 
 Once aligned correctly, secure with the supplied hardware. 
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Align Lay Flush, then Lock 

Step 1: Replace Toro’s factory Windshield Struts with the Supplied Fairway Café 
Windshield Struts 

Section 4: Install the Roof 

Step 2: Align Roof to the Support Studs, Lay Flush and Lock with a Hex Key 

 The Windshield Struts supplied with your Fairway Café Long Roof Beverage Cart  have the same 
installation process as installing Toro’s factory struts.  They use the same pilot holes and hardware. 
Fairway Café Windshield Struts are just a different length to accommodate the Long Roof. 

  

 Also, the Toro GTX factory windshield and mirrors fit the Fairway Café Windshield Struts in the 
same manner.  For the safety of the driver compartment, it is highly recommended that the wind-
shield and mirrors are installed. 
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Step 3: Secure Roof  to Windshield Support Beams 

 Secure the Fairway Café Roof Bracket to the aluminum rail T-Nuts. Place the included spacer in 
between the Roof Bracket and Toro factory struts. Secure using the included hardware. 
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 We truly appreciate your purchase, and hope this document has helped you with the installation of 
our product. We are committed to providing the best customer service on the market. In our minds, it’s 
no different that teeing up on the golf course:  You strive for the best results every time. 

 

 Feel free to give us a call if you have any question or concerns regards our products, parts, or the in-
stallation of our products. You can reach us at the phone number located below during hours of opera-
tion, or you can visit our website (also located below) and fill out a contact form at any time. 

Our hours of operation are as follows (Eastern Standard Time): 

Congratulations! 

www.golfbeveragecart.com 1 (866) 603-2220 

Step 4: Snap Fabric onto Adjustable Snaps, Located on on the Edges of the Roof 

Monday to Thursday: 8 AM to 5 PM 

Fridays: 8 AM to 3 PM 

Sincerely, 

The Fairway Café Team 

 


